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Technical Manual

JBL DMS-1 L/R
SPECIFICATIONS
ACOUSTIC & ELECTRICAL SPECIFICATIONS:
• Nominal Impedance: 8 ohm each transducer
• Power Capacity: 75W AES High, 400W AES Low, 

each
• Frequency Range: 30 Hz to 20 kHz (±3 dB)
• Sensitivity: 95 dB SPL*
• Crossover Frequency: 1 kHz

SYSTEM COMPONENTS:
• Cabinet: CDMS-1, Left/Right
• Grille: N/A
• Low Frequency 355mm (14 in.) Cone

Transducer: Transducer (1401Nd) (2)
• DC Resistance: 4.1 ohm

*1 Watt (2.83 V RMS) @ 1 Meter

SYSTEM COMPONENTS: (cont’d)
• High Frequency 100mm (4 in.) Pure Titanium

Transducer: (2450SL-A)
• DC Resistance: 4.0 ohm ±8% Aluminum Wire
• Crossover Network: N/A

AURAL SWEEP TEST SPECIFICATIONS:
A. System Aural Sweep Test:
B. L.F. Aural Sweep Test: Factory Service Only
C. H.F. Aural Sweep Test:

PHYSICAL SPECIFICATIONS:
• Enclosure Dimensions: 902mm x 563mm x 500mm D

(36.0 x 23.0 x 20.75 in. D)

SHIPPING WEIGHT: 120 lbs. (50 kg.)

WARRANTY INFORMATION:
• Refer to the Warranty Statement packed with each product.

Packaging
49790P

Carton
320691-001

Top/Bottom Pad
320709-001

Warranty 59660
Owner’s Manual MAN-DMS-1
Literature 320689-001

Speaker, Low Freq (2)
1401Nd
316935-001
Cone Repl
C8R1400Nd

Speaker, High Freq
2450SL-A
Diaph Repl
D8R2450SL-A

Terminal
Assembly
317523-001

BLK WHT

BLK WHT

BLK RED
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JBL DMS-1 L/R
COMPONENT EXPLODED VIEW

Terminal
Assembly
317523-001Cabinet

CDMS-1
Left/Right
(Not For Sale)

Port Tube (2)
393-33801-28
(Not For Sale)

Bolt (4)
854-03001-12
1/4-20 x 3/4

Washer (4)
884-01110-07

Logo
950-00002-00

Speaker, High Freq
2450SL-A
Diaph Repl
D8R2450SL-A

Gasket
74144

Horn
2332
126-00012-65

Screw (4)
875-13014-16
1/4-20 x 1
FLT SOC CAP

Screw (16)
874-33114-20
10-32 x 1-1/4
SOC CAP BLK

Speaker, Low Freq (2)
1401Nd
316935-001
Cone Repl
C8R1400Nd

Gasket (2)
74209

T-Nut (16)
61861
10-32

T-Nut (4)
834-44011-00
1/4-20

Screw (6)
883-41110-12
8 x 3/4
PAN PH PB


